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Rivettatrice oleopneumatica per rivetti e bulloni a strappo 
HydroPneumatic Riveting Tool for Structural Blind Rivets and Bolts RIV 508
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TABELLA 2.4 A - Dati e Caratteristiche  
TABLE 2.4 A - Technical data and features 

PRESSIONE ARIA DI ESERCIZIO
AIR WORKING PRESSURE

6 bar 

PRESSIONE ARIA MIN – MAX
MIN – MAX AIR PRESSURE

5 – 7 bar 

CONSUMO ARIA PER CICLO A 6 BAR
AIR CONSUMPTION PER CYCLE AT 6 BAR

4,9 litri 

CORSA
STROKE

21 mm 

FORZA DI TRAZIONE A 6 BAR
DRIVING FORCE AT 6 BAR

21000 N 

PESO (SENZA KIT)
WEIGHT (WITHOUT KIT) 2,300 Kg 

VIBRAZIONI
VIBRATIONS

< 2,5 m/s2

RUMOROSITA'
NOISE LEVEL

78,5 dB (A) 

Figura 2.4 – B/Figure 2.4 – B  

Air pressure Air pressure
min>max

Air consump-
tion/cycle 
(6 bar)

Stroke Max. power
(6 bar) Vibration Noise level

6 bar 5>7 bar 4.9 lt 21 mm 21 000 N 2.3 kg < 2.5 m/s² 78.5 dB (A)

HYDROPNEUMATIC RIVETE RIV508Riveting 
machine

Ref. 055407

With a force of 21 000 N, the hydropneumatic riveting machine RIV 508 is the ideal tool for installing 
«POP» blind rivets (4.8 mm to 7.8 mm).

• For installing «POP» blind rivets

• Maximum force21 000 N.

• Ergonomic handle.

• Maintenance free.

• Delivered with riveting kit
 Ø 4.8 to 7.8 mm.

 Blind rivet
Ø 4.8 à 7.8 mm

KIT : for rivet installation
POP Ø 4.8 to 7.8 mm.

     CARRYING CASE

RIV 508

DIMENSIONS

INCLUDES


